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Growa�
30000TL3-SE/33000TL3-SE/
40000TL3-NSE/50000TL3-SE
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Growa� 30-50kTL3-(N)SE 拓撲結構
Growatt 30-50kTL3-(N)SE topology

Growa� 40000TL3-NSE 效率曲線
Growatt 40000TL3-NSE efficiency

Growatt TL3-(N)SE Inverter

540V
580V
800V

Maximum efficiency of 99%
最高效率99%寬電壓輸入範圍

Internal DC switch and Transformerless
內建直流開關和無變壓器

MTL string
多路併聯組串

Mul� MPP controller
多個追蹤器控制裝置

Sound control
聲控LCD

Suppor�ng AC power supply
支援交流電源

Compact design and easy installa�on
緊密設計，安裝方便

Comprehensive warranty program
綜合保修程序
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Interfaces: RS232/R485/WiFi/

Euro - eta

Weight

Cooling concept

range

Max. output current

 
JDA

 　

Input Data

Output (AC)

Efficiency

Protection Devices

General Data

Features

Certificates and Approvals

46kg

Smart cooling

Transformerless

-25 °C ... +60 °C

46kg

Smart cooling

-25 °C ... +60 °C 

46kg

Smart cooling

-25 °C ... +60 °C 

46kg

Smart cooling

-25 °C ... +60 °C 

30600W

250V

580V

450V - 800V

2/4

250V

580V

450V - 800V

2/4

40800W

250V

580V

540V - 800V

2/4

60000W

250V

645V - 850V

2/4

30kW

33.3kV

230V/400V

0.8 leading - 0.8 lagging

33kW

36.6kV

0.8 leading - 0.8 lagging

40kW

44.4kV

0.8 leading - 0.8 lagging

48kW

53.3kV

0.8 leading - 0.8 laggin g

Class II

Class II Class II Class II Class II

Class II Class II Class II

Transformerless Transformerless Transformerless

230V/400V 230V/400V

Start Voltage

Max DC voltage

Max. input current per string

Max. input current
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