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網頁伺服器：網頁，碳減排、節油、植樹、
顯示電壓電流功率、電度、日照、溫度、風向、

風速、突波保護器狀態、開關狀態、發電資料收集紀錄、
RS485傳輸、財務回收資料)、圖表曲線、系統效率、

單串效率、直流端每串參數即位址。
WIM-C web-Server (Home page at a glance, kW, kWh,

CO2 tree and oil savings, irradiation, temperature and wind speed,
 daily financial, total incentives and bill savings, performing versus trend,

payback time, string efficiency, DC power), pvBosTM  & string address.

無線傳輸模組
VIM-W - Mobile modem

GPRS-EDGE-UMTS-HSPA 
modem for wireless communication

直流輸出 +
DC + output 直流輸入”DC-”

電纜迫緊頭或連接器
DC - input

cable gland or connector

RS485, 環境, I/O
Modbus

environmental I/O

直流輸入”DC+”
電纜迫緊頭或連接器

DC + input
cable gland or connector

直流輸出 -
DC - output 接地

earthing

電源供應
power supply input

輔助電驛
relay unit

日照、溫度風速、風向
enviromental measuring unit
(irridiation, temperature, wind speed, wind direction)

串列監測、V.A、絲熔斷反極性
string measuring unit

(V.A, fuse blow out, wrong polarity)

突波保護器
surge protector

防盜裝置
anti-theft unit

電源卡
Power

supply unit直流開關或斷路器
DC breaker or DC MCCB

IP 65/67 防水防塵箱
IP 65/67 Enclosure
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Note: Subject to change without any notice.

®pvBosPV array combiner box

pvBos  - 100V - 1-16B4E -A  F210 - S15ER -2-PV40/100 - C06 - STCG - ODCG  1523

Max. system voltage Vdc
60: 600Vdc　　 75: 750Vdc
85: 850Vdc　100: 1000Vdc

．有載隔離、箱體具防水、防塵IP65/67等級、蓋板採透明或非透明、
　門鎖及旋鈕鎖選項。
．On Load disconnect, weatherproof  IP65/67, transparent or opaque cover 
　 door Lock or lockable knob available on request.

®

Max. cross section of cable, e.g. 2.5, 4, 6mm

Surge Protective Device for PV
In: 20 KA 　　　Imax: 40KA
Voltage: 600, 750, 1000 Vdc
60: 600Vdc　　 75: 750Vdc
85: 850Vdc　100: 1000Vdc

Number of SPD

Outer diameter of 
DC main cable
1121: cable gland 11~21 mm 
1523: cable gland 15~23 mm 
1928: cable gland 19~28 mm 

ST:  String Connection
CG: Cable gland
CN: Connector

S:    string Monitor
15: number of string input
E:    temperature, wind speed, wind direction, irradiation
R:    relay module for SPD, switch status output

combiner box

Rated current of DC Switch disconnector
Type of mounting

B: bottom mount   P: panel mount
E: clockwise 90 deg.   H: anti-clockwise 90 deg.

4: Number of Pole of DC switch knob, A: standard knob
                                                                         L:  lockable knob

Number of DC, SW

F: fuse  2: number of fuse
Rated Fuse current A

available 2, 4, 6, 8, 10, 12, 16, 20, 25
Other on request

A-non-rnob
B-rnob{type of PCSW(Rnob)
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pvBospvBos

多數歐盟國家規定必須裝置交流斷路器、漏電斷路器、突波(過壓)保護器，箱體配置歐式端子並予
結線，現場安裝節省成本與時間，除了歐規還有美規以及接受客製。

AC標準交流箱

交流開關箱
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pvBospvBos

dimension

Note: drawing picture for reference only, we reserve the rights to change without any Notice.
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正視圖 側視圖 接線示意圖
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2個追蹤器應用模式

3個追蹤器應用模式

正視圖 側視圖 接線示意圖

正視圖 側視圖 接線示意圖

日煬  科 技 有 限 公 司
JD Auspice Co.,Ltd

JDA
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美規UL交流盤

美規UL直流盤

正視圖 側視圖 接線示意圖

正視圖 側視圖 接線示意圖
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電話：+886-2-2595-9780　
傳真：+886-2-2595-9412
www.jdauspice.com
service@jdauspice.com
10461 台北市中山區雙城街43巷7號2樓之5
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