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INDEX
NO.

1 CABINET

785mm X 2180mm X 640mm

IP55、IP65、IP66 or IP67 *

Outdoor Rack 19" ; IP 65 ; 37U

GRP, standard sealing or EPDM sealing *

2 System Architecture
Scheme & Single diagram

3 MPPT Charge Controller

Charge range of 12Vdc, 24Vdc, 36Vdc, 48Vdc ,60**Vdc
Input range : 16~112Vdc operating 140v max. 16~192Vdc operating,
max 240Vdc. specially designed max. 600Vdc, optional AC 100~240V 50/60Hz 
output voltage: 12 / 24 / 36 / 48 / 60 Vdc **

4 Monitoring

PV Input, Output V, Output A, Today Amp Hour (Low/High record),

Today Watt Hour(Low/High record) Real Time Charge Status, MPPT Temp.,

NET Mode, Battery SOC, Battery Status(including V、A、Amp Hour、Temp.),

Shunt Connect Status, Voltage senser Connect Status

Local Server 20 years memory, 2 ModBus , 1 EtherNet, web page

5 Battery
LiCoxNiyMnzO; 42V-58.8V ; 4.292kWh *

6 DC switch & DC MCCB & MCB

7 Surge Protective Devices

20kA Imax 40kA, with fire distinguishing arcing chamber 50KA * UL

8 gPV fuse protection

10KA, 30KA *

SPEC. DESCRIPTION

* Optional     **Specially made 500~1000Vdc, to be advised
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Cabinet Physical Properties
General Properties & Dimension

Left side Right side
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Cabinet Physical Properties
General Properties & Dimension

Test Norm Unit
Young's modulus DIN EN 527-4 GPa 12
Tensile strength DIN EN 527-4 MPa 62
Flex strength ISO 14125 MPa 150
Flex modulus ISO 14125 GPa 10
Impact strength ISO 179 kJ/m² > 68
Volume resistivity IEC 60093 Ohm/cm 1.00E+15
Surface resistivity IEC 60093 Ohm 1.00E+13
Tracking index IEC 60112 Stufe CTI600
Dielectric strength IEC 60243.1 kV/cm 240
Dielectric constant IEC 60250 4
Dissipation factor IEC 60250 Tan Delta 0.01
Water absorption ISO 62 mg/4d 45
Surface resistance IEC 60093 Ohm >10 12
Dielectric resistance IEC 60243) kV/mm > 18
Stability by light DIN EN ISO 877 7 – 8

Tropical and moisture resistance IEC 60068-2-5 ed. 69 without any degradation 
Stability of shape

Stability of shape ISO 75 (equiv. DIN 53462) > 200°C 

Temperature resistance continuously °C – 50 - + 150 Flame resistance

Flame resistance UL 94 V0 mm 4

Cabinet Size: 
785W x 2182H x 640D mm
Protection level: 
IP65 according to IEC 529,
BS EN 60529:1992 Certified, 
NEMA 4X and lower
IP-66/65-55 & Lower: 
BS EN 60529:1992 Certified, 
NEMA 4X and lower
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System Architecture
Scheme Diagram

Single Diagram
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Solar Charge Controller
Specificatrion

Solar Charge Controller
J-50C / J-80C / J-80CX / J160CX
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Control MENU
Contants Tree

HeliStar®
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Monitoring System

essMoni® Monitoring

Solar Panel Input String Monitoring 

Detect each string 
DC OUT DCV DCA

INV monitoring integrated with stringMoni® 

Detect INV DC IN DCV DCA
DC OUT DCV DCA
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1.Input Voltage (PV Input)
2.Input Current (PV Input)
3.Output Voltage 
4.Output Current
5.Today Amp Hour (Low 16bits)
6.Today Amp Hour (High 16bits)
7.Today Watt Hour (Low 16bits)
8.Today Watt Hour (High 16bits)
9.Today FloatTime
10.Real time Charge State

Error Code

SNMP NAT VPN Firewall
Wireless 4G network card

BMS integrated with essMoni®

ModBus access
11.MPPT Temperature
12.NET Mode
13.Battery SOC
14.BatteryVoltage
15.Battery Current
16.Battery Amp Hour
17.Battery Temperature
18.Shunt Connect Status
19.Voltage senser Connect Status

TCP/IP connection  for different country, please specify

It can detect DC IN DCA DCV
Control battery charge and discharge
   

Charge Controller 
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Battery Bank
Specification
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DC SWITCH

The tolerances for the Santon datasheet are according to ISO 1101, ISO 8015, ISO 2768 1 class m, unless stated otherwise.
Technical data I II III IV

V dc Layer 
No.

Front Side
Symbol

Rear Side Positions1100 1000 800 500
Symbol Ratings: Unit Terminals Scheme

Rated operational voltage Ue
Right10 16 25 50

V dc Layer 
No.

Front Side
Symbol

Rear Side Positions
A dc Left Right Left

1100 1000 800 500
Rated operational current Ie 1 2 3 4

Required fine wire cross-section (minimal)*:
*IEC60947-1, table 9

1,5 – 1,7 I 0
I 0

Actuator

Tightening torque M3 screw in the actuator (min. - max.) 0,50 – 0,70

124 x 47 x 50

Tambient -40 – 70
Tstorage -40 – 85

Recommend Manufacturer
JST
TE connectivity
Vogt
TE connectivity
Vogt
Santon (JST) 52A1256.35 AWG 8 - AWG 10 10,5mm²-16mm² *1 *²

AWG 12 - AWG 10 3,0 - 6,0 mm² Yellow
3652c / 3653c AWG 12 - AWG 10 3,0 - 6,0 mm² Yellow

C-165012 AWG 16 – AWG 14 1,0 – 2,5 mm² Blue
*1  16mm² only with fine stranded wire (or two times 6mm²)  
*²  Optional: A yellow finger safe sleeve for the Spade 
Tongue Terminal (Santon 52A1256.35) can be ordered under 
item number 52A1564.00

3635c AWG 16 – AWG 14 1,5 – 2,5 mm² Blue
C-165015

Connection
The terminals, can take copper wires up to 6 mm2.
The recommended Spade Tongue Terminals may have a 
maximum width of 9 mm (see table for recommendations)Type number Wire size (AWG) Wire size (mm²) Color

FVD2-YS4A AWG 16 – AWG 14 1,0 – 2,5 mm² Blue

Allowed ambient temperature (min. - max.)  ̊C
Allowed storage temperature (min. - max.)  ̊C
Relative humidity (max.),  without condensation at 20  ̊C RH 90 %

Minimum required dimensions of enclosures L x W x D* {space envelope} mm
* see the drawing for the height of the switch. The number of layers N is: 2
Weight

Maintenance
The X type switches are designed for a very long life but it is 
advised to do some simple yearly maintenance.  
- Check the installation for signs of overload or overheating. 
The terminals may not exceed the limit of 85oC  under full 
load.  
- By operating the switch a few times (5x) the contacts will 
clean themselves and the switch will have a longer life.  

Rated conditional short-circuit current Isc 5 kA

ca. 149 g

Rated short-circuit making capacity Icm 1 kA
Rated short-time withstand current (1s) Icw 700 A

1100 V
Rated thermal current uninterrupted duty Iu 50 A

Mounting instructions
In the application all ratings according to the datasheet have 
to be respected.  After mounting,  the  wiring must be 
checked and  the switch must operate smoothly. When 
building the switch in an enclosure, the space envelope must 
be respected according to the applicable standards.

Nm

Rated impulse withstand voltage Uimp 8 kV
Insulation voltage Ui

Positions 12 (OFF) and 3 o'clock (ON)
Standard A knob with long screw to fix in shaft

Method of operation Independent manual operation
Actuator operation force (max.) 1,4 Nm

Tightening torque panel mounting nut  (min. - max.)    2,0      –      2,5 Nm
Panel thickness between    1        –      4  mm

IP rating of the shaft in case of single hole mounting IP65 (I  = Contact is closed, O  = Contact is open)
Method of mounting 1 Empty

-1
2 +1 +1

Tightening torque terminal screws M4 (min. - max.) Nm 3 -1
IP rating terminals IP20 4
Pollution degree 2 5
Utilization category DC DC-PV1 6
Number of DC poles 2 7

8
2,5 2,5 4 10 mm² 9

Right
Power dissipation (max) 0,0 0,0 0,0

10 16 25 50
Layer 
No.

Symbol
A dc Left Right Left

4
0

3 I 1

2

Data Sheet XBE+0210/2 Certified for IEC 60947 1&3
DC-PV1 and CCC (CQC)
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The tolerances for the Santon datasheet are according to ISO 1101, ISO 8015, ISO 2768 1 class m, unless stated otherwise.
Technical data I II III IV

V dc Layer 
No.

Front Side
Symbol

Rear Side Positions1100 1000 800 500
Symbol Ratings: Unit Terminals Scheme

Rated operational voltage Ue
Right10 16 25 50

V dc Layer 
No.

Front Side
Symbol

Rear Side Positions
A dc Left Right Left

1100 1000 800 500
Rated operational current Ie 1 2 3 4

Required fine wire cross-section (minimal)*:
*IEC60947-1, table 9

I 0
I 0

1,5 – 1,7 I 0
I 0

Actuator

Tightening torque M3 screw in the actuator (min. - max.) 0,50 – 0,70

124 x 47 x 71

Tambient -40 – 70
Tstorage -40 – 85

Recommend Manufacturer
JST
TE connectivity
Vogt
TE connectivity
Vogt
Santon (JST) 52A1256.35 AWG 8 - AWG 10 10,5mm²-16mm² *1 *²

AWG 12 - AWG 10 3,0 - 6,0 mm² Yellow
3652c / 3653c AWG 12 - AWG 10 3,0 - 6,0 mm² Yellow

C-165012 AWG 16 – AWG 14 1,0 – 2,5 mm² Blue
*1  16mm² only with fine stranded wire (or two times 6mm²)  
*²  Optional: A yellow finger safe sleeve for the Spade 
Tongue Terminal (Santon 52A1256.35) can be ordered under 
item number 52A1564.00

3635c AWG 16 – AWG 14 1,5 – 2,5 mm² Blue
C-165015

Connection
The terminals, can take copper wires up to 6 mm2.
The recommended Spade Tongue Terminals may have a 
maximum width of 9 mm (see table for recommendations)Type number Wire size (AWG) Wire size (mm²) Color

FVD2-YS4A AWG 16 – AWG 14 1,0 – 2,5 mm² Blue

Allowed ambient temperature (min. - max.)  ̊C
Allowed storage temperature (min. - max.)  ̊C
Relative humidity (max.),  without condensation at 20  ̊C RH 90 %

Minimum required dimensions of enclosures L x W x D* {space envelope} mm
* see the drawing for the height of the switch. The number of layers N is: 4
Weight

Maintenance
The X type switches are designed for a very long life but it is 
advised to do some simple yearly maintenance.  
- Check the installation for signs of overload or overheating. 
The terminals may not exceed the limit of 85oC  under full 
load.  
- By operating the switch a few times (5x) the contacts will 
clean themselves and the switch will have a longer life.  

Rated conditional short-circuit current Isc 5 kA

ca. 211 g

Rated short-circuit making capacity Icm 1 kA
Rated short-time withstand current (1s) Icw 700 A

1100 V
Rated thermal current uninterrupted duty Iu 50 A

Mounting instructions
In the application all ratings according to the datasheet have 
to be respected.  After mounting,  the  wiring must be 
checked and  the switch must operate smoothly. When 
building the switch in an enclosure, the space envelope must 
be respected according to the applicable standards.

Nm

Rated impulse withstand voltage Uimp 8 kV
Insulation voltage Ui

Positions 12 (OFF) and 3 o'clock (ON)
Standard A knob with long screw to fix in shaft

Method of operation Independent manual operation
Actuator operation force (max.) 1,4 Nm

Tightening torque panel mounting nut  (min. - max.)    2,0      –      2,5 Nm
Panel thickness between    1        –      4  mm

IP rating of the shaft in case of single hole mounting IP65 (I  = Contact is closed, O  = Contact is open)
Method of mounting 1 Empty

-1
2 +1 +1

-2
Tightening torque terminal screws M4 (min. - max.) Nm 3 -1
IP rating terminals IP20 4 -2
Pollution degree 2 5 +2 +2
Utilization category DC DC-PV1 6
Number of DC poles 4 7

8
2,5 2,5 4 10 mm² 9

Right
0,0 0,0 0,0

10 16 25 50
Layer 
No.

Symbol
A dc Left Right Left

Data Sheet XBE+0410/2 Certified for IEC 60947 1&3
DC-PV1 and CCC (CQC)

DC SWITCH
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Data Sheet XBE+0610/2 Certified for IEC 60947 1&3
DC-PV1 and CCC (CQC)

The tolerances for the Santon datasheet are according to ISO 1101, ISO 8015, ISO 2768 1 class m, unless stated otherwise.
Technical data I II III IV

V dc Layer 
No.

Front Side
Symbol

Rear Side Positions1100 1000 800 500
Symbol Ratings: Unit Terminals Scheme

Rated operational voltage Ue
Right10 16 25 50

V dc Layer 
No.

Front Side
Symbol

Rear Side Positions
A dc Left Right Left

1100 1000 800 500
Rated operational current Ie 1 2 3 4

Required fine wire cross-section (minimal)*:
*IEC60947-1, table 9

I 0
I 0
I 0
I 0

1,5 – 1,7 I 0
I 0

Actuator

Tightening torque M3 screw in the actuator (min. - max.) 0,50 – 0,70

124 x 47 x 92

Tambient -40 – 70
Tstorage -40 – 85

Recommend Manufacturer
JST
TE connectivity
Vogt
TE connectivity
Vogt
Santon (JST) 52A1256.35 AWG 8 - AWG 10 10,5mm²-16mm² *1 *²

AWG 12 - AWG 10 3,0 - 6,0 mm² Yellow
3652c / 3653c AWG 12 - AWG 10 3,0 - 6,0 mm² Yellow

C-165012 AWG 16 – AWG 14 1,0 – 2,5 mm² Blue
*1  16mm² only with fine stranded wire (or two times 6mm²)  
*²  Optional: A yellow finger safe sleeve for the Spade 
Tongue Terminal (Santon 52A1256.35) can be ordered under 
item number 52A1564.00

3635c AWG 16 – AWG 14 1,5 – 2,5 mm² Blue
C-165015

Connection
The terminals, can take copper wires up to 6 mm2.
The recommended Spade Tongue Terminals may have a 
maximum width of 9 mm (see table for recommendations)Type number Wire size (AWG) Wire size (mm²) Color

FVD2-YS4A AWG 16 – AWG 14 1,0 – 2,5 mm² Blue

Allowed ambient temperature (min. - max.)  ̊C
Allowed storage temperature (min. - max.)  ̊C
Relative humidity (max.),  without condensation at 20  ̊C RH 90 %

Minimum required dimensions of enclosures L x W x D* {space envelope} mm
* see the drawing for the height of the switch. The number of layers N is: 6
Weight

Maintenance
The X type switches are designed for a very long life but it is 
advised to do some simple yearly maintenance.  
- Check the installation for signs of overload or overheating. 
The terminals may not exceed the limit of 85oC  under full 
load.  
- By operating the switch a few times (5x) the contacts will 
clean themselves and the switch will have a longer life.  

Rated conditional short-circuit current Isc 5 kA

ca. 274 g

Rated short-circuit making capacity Icm 1 kA
Rated short-time withstand current (1s) Icw 700 A

1100 V
Rated thermal current uninterrupted duty Iu 50 A

Mounting instructions
In the application all ratings according to the datasheet have 
to be respected.  After mounting,  the  wiring must be 
checked and  the switch must operate smoothly. When 
building the switch in an enclosure, the space envelope must 
be respected according to the applicable standards.

Nm

Rated impulse withstand voltage Uimp 8 kV
Insulation voltage Ui

Positions 12 (OFF) and 3 o'clock (ON)
Standard A knob with long screw to fix in shaft

Method of operation Independent manual operation
Actuator operation force (max.) 1,4 Nm

Tightening torque panel mounting nut  (min. - max.)    2,0      –      2,5 Nm
Panel thickness between    1        –      4  mm

IP rating of the shaft in case of single hole mounting IP65 (I  = Contact is closed, O  = Contact is open)
Method of mounting 1 Empty

-1
2 +1 +1

-2
Tightening torque terminal screws M4 (min. - max.) Nm 3 -1
IP rating terminals IP20 4 -2

+3
Pollution degree 2 5 +2 +2
Utilization category DC DC-PV1 6 +3
Number of DC poles 6 7 -3 -3

8
2,5 2,5 4 10 mm² 9

Right
Power dissipation (max) 0,0 0,0 0,0

10 16 25 50
Layer 
No.

Symbol
A dc Left Right Left

4
0

3 I 1

2

DC SWITCH
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Data Sheet Certified for IEC 60947 1&3 
DC21B and CCC (CQC)XBE+0810/2

4
0

3 I 1

2
The tolerances for the Santon datasheet are according to ISO 1101, ISO 8015, ISO 2768 1 class m, unless stated otherwise.
Technical data I II III IV

V dc Layer 
No.

Front Side
Symbol

Rear Side Positions1100 1000 800 500
Symbol Ratings: Unit Terminals Scheme

Rated operational voltage Ue
Right10 16 25 50

V dc Layer 
No.

Front Side
Symbol

Rear Side Positions
A dc Left Right Left

1100 1000 800 500
Rated operational current Ie 1 2 3 4

Required fine wire cross-section (minimal)*: I 0
*IEC60947-1, table 9 I 0

I 0
I 0
I 0
I 0

1,5 – 1,7 I 0
I 0

Actuator

Tightening torque M3 screw in the actuator (min. - max.) 0,50 – 0,70

124 x 47 x 92

Tambient -40 – 70
Tstorage -40 – 85

Recommend Manufacturer
JST
TE connectivity
Vogt
TE connectivity
Vogt
Santon (JST) 52A1256.35 AWG 8 - AWG 10 10,5mm²-16mm² *1 *²

AWG 12 - AWG 10 3,0 - 6,0 mm² Yellow
3652c / 3653c AWG 12 - AWG 10 3,0 - 6,0 mm² Yellow

C-165012 AWG 16 – AWG 14 1,0 – 2,5 mm² Blue
*1  16mm² only with fine stranded wire (or two times 6mm²)  
*²  Optional: A yellow finger safe sleeve for the Spade 
Tongue Terminal (Santon 52A1256.35) can be ordered under 
item number 52A1564.00

3635c AWG 16 – AWG 14 1,5 – 2,5 mm² Blue
C-165015

Connection
The terminals, can take copper wires up to 6 mm2.
The recommended Spade Tongue Terminals may have a 
maximum width of 9 mm (see table for recommendations)Type number Wire size (AWG) Wire size (mm²) Color

FVD2-YS4A AWG 16 – AWG 14 1,0 – 2,5 mm² Blue

Allowed ambient temperature (min. - max.)  ̊C
Allowed storage temperature (min. - max.)  ̊C
Relative humidity (max.),  without condensation at 20  ̊C RH 90 %

Minimum required dimensions of enclosures L x W x D* {space envelope} mm
* see the drawing for the height of the switch. The number of layers N is: 6
Weight

Maintenance
The X type switches are designed for a very long life but it is 
advised to do some simple yearly maintenance.  
- Check the installation for signs of overload or overheating. 
The terminals may not exceed the limit of 85oC  under full 
load.  
- By operating the switch a few times (5x) the contacts will 
clean themselves and the switch will have a longer life.  

Rated conditional short-circuit current Isc 5 kA

ca. 274 g

Rated short-circuit making capacity Icm 1 kA
Rated short-time withstand current (1s) Icw 700 A

1100 V
Rated thermal current uninterrupted duty Iu 50 A

Mounting instructions
In the application all ratings according to the datasheet have 
to be respected.  After mounting,  the  wiring must be 
checked and  the switch must operate smoothly. When 
building the switch in an enclosure, the space envelope must 
be respected according to the applicable standards.

Nm

Rated impulse withstand voltage Uimp 8 kV
Insulation voltage Ui

Positions 12 (OFF) and 3 o'clock (ON)
Standard A knob with long screw to fix in shaft

Method of operation Independent manual operation
Actuator operation force (max.) 1,4 Nm

Tightening torque panel mounting nut  (min. - max.)    2,0      –      2,5 Nm
Panel thickness between    1        –      4  mm

IP rating of the shaft in case of single hole mounting IP65 (I  = Contact is closed, O  = Contact is open)
Method of mounting 1 Empty

-1
2 +1 +1

-2
Tightening torque terminal screws M4 (min. - max.) Nm 3 -1
IP rating terminals IP20 4 -2

+3
Pollution degree 2 5 +2 +2
Utilization category DC DC-PV1 6 +3

-4
Number of DC poles 8 7 -3 -3

+4 +4
8 -4

2,5 2,5 4 10 mm² 9

Right
Power dissipation (max) #N/A #N/A #N/A

10 16 25 50
Layer 
No.

Symbol
A dc Left Right Left

DC SWITCH
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DC Molded Case Circuit Breaker (MCCB) 
Specification

1) Electrical characteristics
▲ Rated insulation voltage Ui:1000V
▲ Rated working voltage Ue:DC500V(2P);  DC750V(3P);  
    DC1000V(4P); 
▲ Rated current of housingInm: 125A
▲ Rated limit short-circuit breaking currentIcu: 20kA
▲ Rated operating short-circuit breaking currentIcs: 20kA
▲ Rated operating current of auxiliary contact:0.3A
▲ Conventional thermal current of auxiliary contact:3A

Main Technical Parameters

3) Mode of connection
2P: Wiring mode 2P;
3P: J0Wiring, NormalWiring;
4P: J0Wiring, J1 Wiring, J2Wiring；

2) Operating performance
▲ With Current: 5000times
▲ Without Current: 20000times

4) Connection capacity:

Note: Theproducts whose rated current is 100A or 125A need to use the connecting bars (see 3Pproduct installationdimension), for 
standard wire terminal whose cross-sectional area is more than 35mm²is interference with the product terminalslot.

5. Normal Working Environment
▲ Altitude: ≤4000m (if the altitude is higher than 4000m, consider reducing the capacity, as shown in the 
Attached Sheet of Derating Factor).
▲ Operating ambient temperature: -35℃~+70℃(if the temperature is higher than 50℃, consider reducing the 
capacity, as shown in the Attached Sheet of Derating Factor; negotiate with the factory in case the temperature 
is lower than -35℃).
▲ The relative humidity at an ambient temperature of +40℃should not exceed 50%. A higher relative humidityis 
allowed at a lower temperature. For example, the relative humidity at 20℃can reach 90%. For frost due to 
temperature change, the corresponding measures should be taken.
▲ Pollution level: 3.
▲ The product can withstand the effects of wet air, salt mist and oil mist.
▲ The maximum gradient is 22.5°.
▲ The product can be disposed in places that are free from explosive media, media corrosive to metal, insula-
tion damaging gas, and conductive dust.
▲ The product should be installed free from snow and rain.
▲ In case ofstricter user conditions than the above description, negotiate with the manufacturer.
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1、Applicable scope and purpose
● Short-circuit protection
● Over-load protection
● Control
● Isolation
● DC system protection
NDB2Z-63  dedicated  to  the  low  voltage  power  
distribution  system  of  industrial,  buildings,  
energy communications and infrastructure.

 
 

DC MCB
Specification

2、Model and implication
ND      B      2      Z   —   63       

 

      MCB Design   DC  Frame 
code Rating

63A       

JDA

1P 2P 4P3P

3、Main technical specification
●Electrical parameters

 
○ Rated voltage：1P：DC125/220/250V , 2P：DC250/440/500 V, 3P：DC750V, 4P：DC1000V
○ Rated current：1A, 2A,3A,4A, 5A ,6A, 7A,8A,10A, 12A, 13A,15A,16A,

20A,25A,30A,32A,40A,50A,60A,63A
○ Rated ultimate short-circuit breaking capacity：DC125 /220 /250V（1P）, DC250/440/500 V：10kA
   DC750V/ DC1000V：5 kA
○ Impulse withstand test voltages：6kV
○ Mechanical & electrical life：20000 times

○ Practical breaking instructions
○ View window within the green identification said contact in the off position

B type curve
○ Protection of short circuit current small load
○ rated current：1A∼63A
○ tripping characteristic：The instantaneous tripping range 6In（1 ±20%）
C type curve
○ Protect normal load and distribution wire cable
○ rated current：1A∼63A
○ tripping characteristic：The instantaneous tripping range 12In（1 ±20%）

● Isolation function

● Tripping characteristic
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gPV fuse protection
Specification

Rated voltage 1000V d.c. L/R=2ms
Breaking capacity 10kA d.c. / 30kA d.c.
Standards UL 2579, UL 248-1

Application For protection of photovoltaic modules.

CH 10 gPV - Fuse - links

49,2-51,0
59,0-60,8

* 900V d.c.

CH 10x38 gPV

Size In 
[A]

Code No.
“standard 
contacts”
10kA UL

Code No.
“standard 
contacts”
30kA IEC

Code No.
“type SU 
contacts”
30kA IEC

Pre-arcing 
Joule integral

[A2s]
L/R=2ms

Operating 
Joule integral

[A2s]
L/R=2ms   

Power
dissipation
[0,7 x In]
Pd [W]

Power dissipa-
tion 
[In]

Pd [W]

Weight
[g]

Packaging
[pcs]

10
 x 

38

0,5 002625134 002625131 0,016 0,068 0,2 0,52

10/12 10/500
SU:10/380

1 002625138 002625129 1,5 3 0,42 1,0
2 002625101 002625065 002625115 1,7 2,3 0,47 1,12
3 002625100 002625067 002625113 2,8 5,4 0,65 1,6

3,5 002625135 002625068 002625127 2,5 7 0,57 1,4
4 002625102 002625069 002625116 3,9 11,7 0,52 1,25
5 002625111 002625070 002625124 8 21 0,63 1,49
6 002625103 002625071 002625117 10,6 34,6 0,73 1,75
7 002625110 002625072 002625114 16 60 0,74 1,74
8 002625104 002625073 002625118 17 65 0,8 1,9
10 002625105 002625075 002625119 8,3 33 0,97 2,4
12 002625106 002625077 002625120 22 73 0,8 1,9
13 002625137 002625078 002625128 21 70 1,0 2,3
14 002625136 002625079 002625126 28 92 1,3 3,0
15 002625112 002625080 002625125 49 145 1,0 2,2
16 002625107 002625081 002625121 48 147 1,1 2,6
20 002625108 002625085 002625122 86 245 1,3 3,2
25* 002625109 002625123 125 289 1,65 4,1

25 002625139 002625140 110 470 1,65 4,1

Contacts

Contacts

FUSE & FUSE HOLDER
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CH 10 gPV fuse selection

Define panel data:

-Isc (string)
- Uoc (STC) - open cir-
cuit voltage at stand -
ard conditions
-number of panels
-number of strings

gPV string fuse In ≥ 1,4 xI sc
(panel)
gPV string fuse Un ≥ 1,2 x Uoc (STC)
(panel) x number of panels

No gPV string fusing
    required

Apply gPV string fuse 
to + and - pole of string

NO

YES

NH gPV fuse selection 

Define panel data:

-Isc (panel)
-Uoc (STC) - open circuit 
voltage at standard 
conditions
-number of panels
-number of strings

NH PV fuse I n ≥ 1,5 x I sc
(panel) x number of strings
NH PV fuse U n ≥ 1,2 x Uoc (STC) 
(panel) x number of panels

Apply NH PV fuse
 to + and - pole of string

Does string 
number

exceed TWO?

Derating factor 1,4 is defined for ambient temperature max. 45°C . 
Cable cross-section derating factor is not included!

Derating factor 1,5 is defined for ambient temperature max. 45°C 
Cable cross-section derating factor is not included!

gPV fuse protection
Specification
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